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Technical specification


CONTRACTING AUTHORITY: S+B Systemtechnik d.o.o. za usluge, Bana Josipa Jelačića 19, 21204 Dugopolje, PIN: 89632559940
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TECHNICAL OFFER

Tenderers are required to fill column 3 with a detailed description of the goods they offer (the word "compliant" or "yes" are insufficient). The Tenderer shall not alter the specifications specified in Column 2.
For all manufacturers, product types, or standards, if specified in the technical specifications, are applied "or equivalent". Any accompanying documentation submitted by the Tenderer as a Supplement to the Offer must clearly indicate the models or options being offered. Offers that do not identify exact models and specifications may be rejected.
The technical specifications listed in the checklist format that includes equipment and implementation tasks are mandatory as the minimum standard for each item of the required goods and are the only basis for assessing the technical compatibility of the offers. Tenderers can also offer products that meet higher standards or technical specifications than the minimum.






TECHNICAL SPECIFICATION
	I 
Number
	II
Requested
	III
Offered

	1. GROUND FLOOR – HERMLE MACHINING AREA 

	No.
	Item
	Value - description 
(minimum request)
	Offered

	

	[bookmark: _Hlk50630402]1.1
	Table trolley (1 piece)
	2 platforms
	

	
	
	Load capacity: min. up to 1000 kg 
	

	1.2
	Pallet truck (1 piece)
	Fork length: min. 1000 mm
	

	
	
	Load capacity: min. up to 2000 kg
	

	1.3
	Folding trolley (1 piece)
	Steel frame, folding handle
	

	
	
	Load capacity: min. up to 200 kg
	

	1.4
	Air cleaning point (1 piece)
	Waste particles container volume: min. 30 L
	

	
	
	Compressed air connection: DN 7.2 coupling
	

	
	
	Compressed air gun and hose included
	

	1.5
	Info point (1 piece)
	24”built-in monitor
	

	
	
	Metal sheet housing for PC, keyboard and mouse mounting, perforated panes on the rear side for ventilation
	

	
	
	Height: min. 1400 mm, max. 1600 mm
	

	
	
	4 wheels, at least 2 stoppable for easy transport and placement
	

	1.6
	Mobile cleaning point (1 piece)
	Distortion-free construction of sheet metal. Centre partition – perforated panel grid. 
	

	
	
	Equipped with recycle bin, holder set and paper dispenser.
	

	
	
	4 wheels, at least 2 stoppable for easy transport and placement
	

	
	
	Height: min. 1700 mm, max. 2000 mm 
	

	1.7
	Cleaning point accessories (1 set)
	Includes at least 1 industrial floor broom, 1 hand brush, 1 steel dustpan and 3 steel-hook toolholders (1 per each tool)
	

	1.8
	Liquids cabinet (1 piece)
	Construction material: metal sheet with reinforced swing doors
	

	
	
	Anti-tilt device
	

	
	
	8 plastic oil containers included, min. 20 L volume each, placed on pull-out shelves, easily removable
	

	
	
	Oil tray included 
	

	1.9
	Worktop (2 pieces)
	Length: min. 1900 mm, max. 2100 mm
Width: min. 700 mm, max. 900 mm
Thickness: min. 40 mm
	

	
	
	Permanently anti-static and highly wear-resistant covering, min. 2 mm thick
	

	
	
	resistant to oil, grease, weak acids, and alkalis
	

	1.10
	Support leg (4 pieces) with manual height adjustment (4 pieces)
	Height: min. 700 mm, possibility of manual height adjustment, depth: min. 700 mm
	

	
	
	Hollow steel construction with cable holes, plastic or rubber feet pads
	

	
	
	Supplied with manual height adjustment – adjustment range min. 150 mm
	

	1.11
	Side cladding (4 pieces)
	Perforated steel sheet panel
	

	
	
	Suitable for worktops defined in point 1.9 and support legs defined in point 1.10 
	

	1.12
	Rear panel / storage shelf single-piece (2 pieces)
	Folded sheet metal construction, suitable to fit between 2 support legs defined in point 1.10
	

	
	
	Min. length: 1800 mm
	

	
	
	Shelf load capacity: min. up to 80 kg 
	

	1.13
	Drawer cabinet (2 pieces)
	Sturdy steel construction, possibility of central locking
	

	
	
	Min. 4 drawers, depth min. 600 mm, height min. 400 mm
	

	
	
	Load capacity: min. up to 70 kg
	

	1.14
	Swivel work chair - high (2 pieces)
	Seat and backrest: washable, resistant to weak acids and alkalis and mechanical impacts 
	

	
	
	Height adjustable backrest
	

	
	
	Synchro tilt
	

	
	
	Load capacity: min. up to 120 kg, height adjustment range: min 600 mm - 850 mm
	

	1.15
	Janitor’s cabinet (1 piece)
	Metal sheet construction, levelling base, swing doors, cylinder lock
	

	
	
	Height adjustable frame for placement of min. 4 smaller cabinets inside
	

	
	
	Dimensions: 
Height min. 1800 mm, max. 2200 mm
Width: min. 900 mm, max. 1200 mm
Depth: min. 450 mm, max. 600 mm
	

	1.16
	Base cabinet (2 pieces)
	Metal sheet construction, levelling base, swing doors, cylinder lock
	

	
	
	5 shelves, distributed shelf load capacity min. 80 kg
	

	
	
	Dimensions: 
Height min. 1800 mm, max. 2200 mm
Width: min. 900 mm, max. 1200 mm
Depth: min. 450 mm, max. 600 mm
	

	1.17
	CNC cabinet (1 piece)
	Metal sheet frame, aluminium roller shutter in front
	

	
	
	Height adjustable mounting rails, shelves with tool sockets 
	

	
	
	Load capacity: min. up to 1000 kg
	

	
	
	Dimensions: 
Height min. 1800 mm, max. 2200 mm
Width: min. 900 mm, max. 1200 mm
Depth: min. 450 mm, max. 600 mm
	

	1.18
	Tool transport trolley (1 piece)
	Metal frame, 4 rubber wheels, at least 2 stoppable
	

	
	
	Perforated side panels for carrier rails and tool carriers
	

	
	
	Load capacity: min. up to 300 kg
	

	1.19
	Tray for modular tool trolley (1 piece)
	Material: metal sheet
	

	
	
	Dimensions compatible for insertion into tool trolley defined in point 1.24
	

	1.20
	Tool carrier with tool sockets (3 pieces)
	Frame material: metal, sockets material: plastic
	

	
	
	Dimensions compatible for insertion into tool trolley defined in point 1.24
	

	1.21
	Roller cabinet (1 piece)
	Min. 8 full extension drawers 
	

	
	
	Scratch-resistant non-slip tray
	

	
	
	Includes tool sets: 
T-handle screwdrivers, hexagon screwdrivers, screwdrivers for Torx, screwdrivers for Torx with T- handle, nut spinners, workshop file set, key file set, wire brush, file brush, PUK saw, socket set 3/8 inch, socket set 1/2 inch, L-wrenches for Torx and hexagon key L-wrenches, wire stripping tools, crimping tools, cable knife, hammers, combination spanner, precision circlip pliers.
	

	
	
	Height min. 900 mm, max. 1100 mm
Width: min. 700 mm, max. 900 mm
Depth: min. 450 mm, max. 600 mm
	

	1.22
	Cabinet system with dividing material – type 1 (1 piece)
	Tool issuing cabinet with min. 10, max. 12 drawers 36×36 U, equipped with touch screen min 20”, barcode scanner, PC including software package and dividers. Operating system in English.
	

	
	
	Material: metal sheet, bamboo storage shelf
	

	
	
	Height min. 1200 mm, max. 1500 mm
	

	1.23
	Cabinet system including dividing material – type 2 (1 piece)
	Tool issuing cabinet with min. 50, max. 60 drawers 9×36 U, divider plates included
	

	
	
	Material: metal sheet, bamboo storage shelf
	

	
	
	Height min. 1200 mm, max. 1500 mm
	

	1.24
	Cabinet system including dividing material – type 3 (1 piece)
	Tool issuing cabinet with min. 80 max. 100 drawers 9×36 U, divider plates included
	

	
	
	Material: metal sheet, bamboo storage shelf
	

	
	
	Height min. 1200 mm, max. 1500 mm
	

	1.25
	Cabinet system commissioning (1 service)
	System commissioning for items 1.22, 1.23 and 1.24
	

	2. GROUND FLOOR – HERMLE MACHINING AREA / STORAGE 

	2.1
	Storage shelf, basic rack (2 pieces)
	Basic rack, T-profile frames and storage shelves galvanized
	

	
	
	Adjustable storage shelf levels
	

	
	
	Dimensions: 
Height min. 1900 mm, max. 2100 mm
Width min. 1200 mm, max. 1500 mm
Depth: min. 500 mm, max. 700 mm
	

	
	
	Load capacity min. up to 1200 kg
	

	2.2
	Storage shelf, add-on rack (13 pieces)
	Plug-in design, T-profile frames and storage shelves galvanized
	

	
	
	Adjustable storage shelf levels
	

	
	
	Dimensions:
Height min. 1900 mm, max. 2100 mm
Width min. 1200 mm, max. 1500 mm
Depth: min. 500 mm, max. 700 mm
	

	
	
	Load capacity min. up to 1200 kg
	

	2.3
	Pallet basic rack (1 piece)
	Basic rack consisting of 2 profile frames each with 4 floor anchors and beams
	

	
	
	Dimensions: 
Height min. 2800 mm, max. 3000 mm
Width min. 2500 mm, max. 3000 mm
Depth: min. 1000 mm, max. 1200 mm
	

	
	
	Load capacity: min. 3000 kg
	

	2.4
	Pallet add-on rack (3 pieces)
	Add-on rack consisting of 1 profile frame with 4 floor anchors and cross beams
	

	
	
	Dimensions: 
Height min. 2800 mm, max. 3000 mm
Width min. 2500 mm, max. 3000 mm
Depth: min. 1000 mm, max. 1200 mm
	

	
	
	Load capacity: min. 3000 kg
	

	2.5
	Mesh back panel (8 pieces)
	Galvanized mesh 50×50×2.5 mm
	

	
	
	Dimensions:
Height: min. 2600 mm, max. 2800 mm
Width: min. 900 mm, max. 1100 mm
	

	2.6
	Shims for pallet racking frame (5 sets)
	Galvanised shims, 2 mm thick for compensation of uneven floor, min. 3 pieces per set
	

	2.7
	Insertion stop (8 pieces)
	Insertion stop for single-sided and double sided racking, galvanised. Fastening material included. Length compatible to frames defined in points 2.3 and 2.4.
	

	2.8
	Crash barrier corner (2 pieces)
	Crash barrier corner including 4 bolted anchors. 
	

	
	
	Sturdy right angle profile in black/yellow safety colours.
	

	
	
	Height: min. 350 mm, max. 450 mm
	

	2.9
	Mobile cleaning point (1 piece)
	Distortion-free construction of sheet metal. Centre partition – perforated panel grid. 
	

	
	
	Equipped with recycle bin, holder set and paper dispenser.
	

	
	
	4 wheels, at least 2 stoppable for easy transport and placement
	

	
	
	Height: min. 1700 mm, max. 2000 mm 
	

	2.10
	Cleaning point set (1 set)
	Includes at least 1 industrial floor broom, 1 hand brush, 1 steel dustpan and 3 steel-hook toolholders (1 per each tool)
	

	2.11
	Base cabinet (1 piece)
	Metal sheet construction, levelling base, swing doors, cylinder lock
	

	
	
	5 shelves, distributed shelf load capacity min. 80 kg
	

	
	
	Dimensions: 
Height min. 1800 mm, max. 2200 mm
Width: min. 900 mm, max. 1200 mm
Depth: min. 450 mm, max. 600 mm
	

	2.12
	Support leg (2 pieces) with manual height adjustment (2 pieces)
	Height: min. 900 mm, possibility of manual height adjustment, depth: min. 700 mm
	

	
	
	Hollow steel construction with cable holes, plastic or rubber feet pads
	

	
	
	Supplied with manual height adjustment – adjustment range min. 150 mm
	

	2.13
	Rear panel / storage shelf two-part (1 pieces)
	Folded sheet metal construction, suitable to fit between 2 support legs defined in point 2.12
	

	
	
	Min. length: 1800 mm
	

	
	
	Shelf load capacity: min. up to 80 kg
	

	2.14
	Drawer casing with drawers (1 piece)
	Drawer cabinet with sturdy steel construction, height: min. 300 mm, max. 400 mm
	

	
	
	Min. 2 full extension drawers with differential runners, shelf load capacity min. up to 70 kg
	

	
	
	Aluminium handles with replaceable labelling strips 
	

	
	
	Possibility of central locking by cylinder lock
	

	2.15
	Worktop (1 piece)
	Length: min. 1900 mm, max. 2100 mm
Width: min. 700 mm, max. 900 mm
Thickness: min. 40 mm
	

	
	
	Permanently anti-static and highly wear-resistant covering, min. 2 mm thick
	

	
	
	resistant to oil, grease, weak acids, and alkalis
	

	2.16
	Rear panel / storage shelf single-piece (1 piece)
	Folded sheet metal construction, suitable to fit between 2 support legs 
	

	
	
	Min. length: 1800 mm
	

	
	
	Shelf load capacity: min. up to 80 kg 
	

	2.17
	Perforated back panel (1 piece)
	Perforated panels made of sheet metal 9×9 mm at max. 60 mm intervals for mounting perforated panel accessories. Height min. 450 mm, max. 500 mm, width min. 1900 mm, max. 2000 mm
	

	2.18
	Media module for support columns (1 piece)
	Made of sheet metal. Suitable for bolting to the sides of the support columns.
	

	
	
	Fully wired with two power sockets.
	

	2.19
	Storage shelf (1 piece)
	Made of sheet metal, with anti-roll lip on 3 sides. Front face angled. Possibility to incline upwards or downwards. 
	

	
	
	Width: min. 1800 mm, max. 2000 mm
Depth adjustable, usable depth min. up to 300 mm
	

	2.20
	Shelf with steel hoops (1 piece)
	Made of sheet metal, with galvanised steel hoops.
	

	
	
	Width: min. 1800 mm, max. 2000 mm
Usable depth: min. 300 mm
	

	[bookmark: _Hlk50722454]2.21
	Roller cabinet (1 piece)
	Min. 8 full extension drawers 
	

	
	
	Scratch-resistant non-slip tray
	

	
	
	Includes tool sets: 
T-handle screwdrivers, hexagon screwdrivers, screwdrivers for Torx, screwdrivers for Torx with T- handle, nut spinners, workshop file set, key file set, wire brush, file brush, PUK saw, socket set 3/8 inch, socket set 1/2 inch, L-wrenches for Torx and hexagon key L-wrenches, wire stripping tools, crimping tools, cable knife, hammers, combination spanner, precision circlip pliers.
	

	
	
	Height min. 900 mm, max. 1100 mm
Width: min. 700 mm, max. 900 mm
Depth: min. 450 mm, max. 600 mm
	

	3. GROUND FLOOR – TURNING AREA 

	3.1
	Table trolley (1 piece)
	2 platforms
	

	
	
	Load capacity: min. up to 1000 kg 
	

	3.2
	Base cabinet (4 pieces)
	Metal sheet construction, levelling base, swing doors, cylinder lock
	

	
	
	5 shelves, distributed shelf load capacity min. 80 kg
	

	
	
	Dimensions: 
Height min. 1800 mm, max. 2200 mm
Width: min. 900 mm, max. 1200 mm
Depth: min. 450 mm, max. 600 mm
	

	3.3
	Janitor’s cabinet (1 piece)
	Metal sheet construction, levelling base, swing doors, cylinder lock
	

	
	
	Height adjustable frame for placement of min. 4 smaller cabinets inside
	

	
	
	Dimensions: 
Height min. 1800 mm, max. 2200 mm
Width: min. 900 mm, max. 1200 mm
Depth: min. 450 mm, max. 600 mm
	

	3.4
	Cleaning point set (1 set)
	Includes at least 1 industrial floor broom, 1 hand brush, 1 steel dustpan and 3 steel-hook toolholders (1 per each tool)
	

	3.5
	Worktop (2 pieces)
	Length: min. 1900 mm, max. 2100 mm
Width: min. 700 mm, max. 900 mm
Thickness: min. 40 mm
	

	
	
	Permanently anti-static and highly wear-resistant covering, min. 2 mm thick
	

	
	
	resistant to oil, grease, weak acids, and alkalis
	

	3.6
	Support leg (4 pieces) with manual height adjustment (4 pieces)
	Height: min. 700 mm, possibility of manual height adjustment, depth: min. 700 mm
	

	
	
	Hollow steel construction with cable holes, plastic or rubber feet pads
	

	
	
	Supplied with manual height adjustment – adjustment range min. 150 mm
	

	3.7
	Side cladding (4 pieces)
	Perforated steel sheet panel
	

	
	
	Suitable for worktop defined in point 3.5 and support legs defined in point 3.6 
	

	
	
	Perforated steel sheet panel
	

	3.8
	Drawer cabinet (2 pieces)
	Sturdy steel construction, possibility of central locking
	

	
	
	Min. 4 drawers, depth min. 600 mm
	

	
	
	Load capacity: min. up to 70 kg
	

	3.9
	Rear panel / storage shelf single-piece (2 pieces)
	Folded sheet metal construction, suitable to fit between 2 support legs 
	

	
	
	Min. length: 1800 mm
	

	3.10
	Swivel work chair - high (2 pieces)
	Seat and backrest: washable, resistant to weak acids and alkalis and mechanical impacts 
	

	
	
	Height adjustable backrest
	

	
	
	Synchro tilt
	

	
	
	Load capacity: min. up to 120 kg, height adjustment range: min 600 mm - 850 mm
	

	3.11
	Roller cabinet (1 piece)
	Min. 8 full extension drawers 
	

	
	
	Sratch-resistant non-slip tray
	

	
	
	Includes tool sets: 
T-handle screwdrivers, hexagon screwdrivers, screwdrivers for Torx, screwdrivers for Torx with T- handle, nut spinners, workshop file set, key file set, wire brush, file brush, PUK saw, socket set 3/8 inch, socket set 1/2 inch, L-wrenches for Torx and hexagon key L-wrenches, wire stripping tools, crimping tools, cable knife, hammers, combination spanner, precision circlip pliers.
	

	
	
	Height min. 900 mm, max. 1100 mm
Width: min. 700 mm, max. 900 mm
Depth: min. 450 mm, max. 600 mm
	

	4. GROUND FLOOR – TURNING AREA STORAGE

	4.1 
	Plug-in basic rack (6 pieces)
	Sturdy column frame of rectangular with slots for mounting cross beams / shelves. Column frame with plastic end caps. Tool-free assembly.
	

	
	
	4 shelves of galvanised sheet metal
	

	
	
	Dimensions:
Height min. 1900 mm, max. 2100 mm
Width min. 900 mm, max. 1100 mm
Depth: min. 500 mm, max. 600 mm
	

	4.2
	Corner connection rack with corner column (1 piece)
	Sturdy column frame of rectangular with slots for mounting cross beams / shelves. Column frame with plastic end caps. Tool-free assembly.
	

	
	
	4 shelves of galvanised sheet metal
	

	
	
	Dimensions:
Height min. 1900 mm, max. 2100 mm
Shelf width min. 900 mm, max. 1100 mm
Shelf depth: min. 500 mm, max. 600 mm
	

	[bookmark: _Hlk50725422]5. GROUND FLOOR - CHANGING ROOM 1

	[bookmark: _Hlk50725553]5.1
	Garment locker with cylinder lock, 2- compartment frame (6 pieces)
	2 compartments, metal sheet construction, aluminum sheet feet, back walls with ventilation slots, swing doors with towel holder and name plate, cylinder lock
	

	
	
	1 storage shelf of load capacity min. 30 kg 
	

	
	
	Hanger rail with min. 3 hooks per compartment
	

	
	
	Dimensions:
Height min. 1700 mm, max. 2000 mm
Compartment width min. 320 mm, max. 350 mm
Compartment depth: min. 450 mm, max. 480 mm
	

	5.2
	Garment locker with cylinder lock, 3-compartment frame (3 pieces)
	3 compartments, metal sheet construction, aluminum sheet feet, back walls with ventilation slots, swing doors with towel holder and name plate, cylinder lock
	

	
	
	1 storage shelf of load capacity min. 30 kg 
	

	
	
	Hanger rail with min. 3 hooks per compartment
	

	
	
	Dimensions:
Height min. 1700 mm, max. 2000 mm
Compartment width min. 320 mm, max. 350 mm
Compartment depth: min. 450 mm, max. 480 mm
	

	5.3
	Bench seat (2 pieces)
	Free-standing, sturdy rectangular hollow-section construction, rounded hardwood slats, clear varnished, adjustable pad feet for easy level adjustment
	

	
	
	Dimensions:
Width: min. 1300 mm, max. 1600 mm
Height: min. 400 mm, max. 450 mm
Depth: min. 350 mm, max. 400 mm
	

	5.4
	Waste basket (1 piece)
	Round shape, material: steel with decorative perforation, scratch-resistant coating
	

	
	
	Volume: min. 15 L
	

	6 . GROUND FLOOR - CHANGING ROOM 2

	6.1
	Garment locker with cylinder lock, 2- compartment frame (3 pieces)
	2 compartments, metal sheet construction, aluminium sheet feet, back walls with ventilation slots, swing doors with towel holder and name plate, cylinder lock
	

	
	
	1 storage shelf of load capacity min. 30 kg 
	

	
	
	Hanger rail with min. 3 hooks per compartment
	

	
	
	Dimensions:
Height min. 1700 mm, max. 2000 mm
Compartment width min. 320 mm, max. 350 mm
Compartment depth: min. 450 mm, max. 480 mm
	

	6.2
	Garment locker with cylinder lock, 3-compartment frame (2 pieces)
	3 compartments, metal sheet construction, aluminium sheet feet, back walls with ventilation slots, swing doors with towel holder and name plate, cylinder lock
	

	
	
	1 storage shelf of load capacity min. 30 kg 
	

	
	
	Hanger rail with min. 3 hooks per compartment
	

	
	
	Dimensions:
Height min. 1700 mm, max. 2000 mm
Compartment width min. 320 mm, max. 350 mm
Compartment depth: min. 450 mm, max. 480 mm
	

	6.3
	Bench seat (1 pieces)
	Free-standing, sturdy rectangular hollow-section construction, rounded hardwood slats, clear varnished, adjustable pad feet for easy level adjustment
	

	
	
	Dimensions:
Width: min. 1300 mm, max. 1600 mm
Height: min. 400 mm, max. 450 mm
Depth: min. 350 mm, max. 400 mm
	

	6.4
	Waste basket (1 piece)
	Round shape, material: steel with decorative perforation, scratch-resistant coating
	

	7. TOP FLOOR – AREA 1

	7.1
	Folding trolley (2 pieces)
	Steel frame, folding handle
	

	
	
	Load capacity: min. up to 200 kg
	

	7.2
	Swivel work chair – high (4 pieces)
	Seat and backrest: washable, resistant to weak acids and alkalis and mechanical impacts 
	

	
	
	Height adjustable backrest
	

	
	
	Synchro tilt
	

	
	
	Load capacity: min. up to 120 kg, height adjustment range: min 600 mm - 850 mm
	

	7.3
	Base cabinet (1 piece)
	Metal sheet construction, levelling base, swing doors, cylinder lock
	

	
	
	5 shelves, distributed shelf load capacity min. 80 kg
	

	
	
	Dimensions: 
Height min. 1800 mm, max. 2200 mm
Width: min. 900 mm, max. 1200 mm
Depth: min. 450 mm, max. 600 mm
	

	7.4
	Mobile cleaning point (1 piece)
	Distortion-free construction of sheet metal. Centre partition – perforated panel grid. 
	

	
	
	Equipped with recycle bin, holder set and paper dispenser.
	

	
	
	4 wheels, at least 2 stoppable for easy transport and placement
	

	
	
	Height: min. 1700 mm, max. 2000 mm 
	

	7.5
	Cleaning point accessories (1 set)
	Includes at least 1 industrial floor broom, 1 hand brush, 1 steel dustpan and 3 steel-hook toolholders (1 per each tool)
	

	7.6
	Eurobox trolley (2 pieces)
	Steel frame, platforms of sheet metal with a folded edge, adjustable at intervals of min 280 mm.
Suitable for mounting Euroboxes.
Height min 1500 mm, width min 1200 mm
	

	7.7
	Eurobox 1 (100 pieces)
	High-quality stackable transport plastic boxes.
Height min 200 mm, width min 600 mm.
Color: grey
	

	7.8
	Eurobox 2 (50 pieces)
	High-quality stackable transport plastic boxes.
Height min 340 mm, width min 600 mm.
Color: grey
	

	7.9
	Storage shelf, basic rack (6 pieces)
	Basic rack, T-profile frames and storage shelves galvanized
	

	
	
	Adjustable storage shelf levels
	

	
	
	Dimensions: 
Height min. 1900 mm, max. 2100 mm
Width min. 1200 mm, max. 1500 mm
Depth: min. 500 mm, max. 700 mm
	

	
	
	Load capacity min. up to 1200 kg
	

	7.10
	Storage shelf, add-on rack (14 pieces)
	Plug-in design, T-profile frames and storage shelves galvanized
	

	
	
	Adjustable storage shelf levels
	

	
	
	Dimensions:
Height min. 1900 mm, max. 2100 mm
Width min. 1200 mm, max. 1500 mm
Depth: min. 500 mm, max. 700 mm
	

	
	
	Load capacity min. up to 1200 kg
	

	7.11
	Roller cabinet (2 pieces)
	Min. 8 full extension drawers 
	

	
	
	Sratch-resistant non-slip tray
	

	
	
	Includes tool sets: 
T-handle screwdrivers, hexagon screwdrivers, screwdrivers for Torx, screwdrivers for Torx with T- handle, nut spinners, workshop file set, key file set, wire brush, file brush, PUK saw, socket set 3/8 inch, socket set 1/2 inch, L-wrenches for Torx and hexagon key L-wrenches, wire stripping tools, crimping tools, cable knife, hammers, combination spanner, precision circlip pliers.
	

	
	
	Height min. 900 mm, max. 1100 mm
Width: min. 700 mm, max. 900 mm
Depth: min. 450 mm, max. 600 mm
	

	8. TOP FLOOR – AREA 2

	8.1
	Storage shelf, basic rack (2 pieces)
	Basic rack, T-profile frames and storage shelves galvanized
	

	
	
	Adjustable storage shelf levels
	

	
	
	Dimensions: 
Height min. 1900 mm, max. 2100 mm
Width min. 1200 mm, max. 1500 mm
Depth: min. 500 mm, max. 700 mm
	

	
	
	Load capacity min. up to 1200 kg
	

	8.2
	Storage shelf, add-on rack (7 pieces)
	Plug-in design, T-profile frames and storage shelves galvanized
	

	
	
	Adjustable storage shelf levels
	

	
	
	Dimensions:
Height min. 1900 mm, max. 2100 mm
Width min. 1200 mm, max. 1500 mm
Depth: min. 500 mm, max. 700 mm
	

	
	
	Load capacity min. up to 1200 kg
	

	8.3
	Base cabinet (1 piece)
	Metal sheet construction, levelling base, swing doors, cylinder lock
	

	
	
	5 shelves, distributed shelf load capacity min. 80 kg
	

	
	
	Dimensions: 
Height min. 1800 mm, max. 2200 mm
Width: min. 900 mm, max. 1200 mm
Depth: min. 450 mm, max. 600 mm
	

	8.4
	Janitor’s cabinet (1 piece)
	Metal sheet construction, levelling base, swing doors, cylinder lock
	

	
	
	Height adjustable frame for placement of min. 4 smaller cabinets inside
	

	
	
	Dimensions: 
Height min. 1800 mm, max. 2200 mm
Width: min. 900 mm, max. 1200 mm
Depth: min. 450 mm, max. 600 mm
	

	8.5
	Cleaning point set (1 set)
	Includes at least 1 industrial floor broom, 1 hand brush, 1 steel dustpan and 3 steel-hook toolholders (1 per each tool)
	

	8.6
	Eurobox trolley (2 pieces)
	Steel frame, platforms of sheet metal with a folded edge, adjustable at intervals of min 280 mm.
Suitable for mounting euroboxes.
Height min 1500 mm, width min 1200 mm
	

	8.7
	Eurobox 1 (54 pieces)
	High-quality stackable transport plastic boxes.
Height min 200 mm, width min 600 mm.
Color: grey
	

	8.8
	Eurobox 2 (54 pieces)
	High-quality stackable transport plastic boxes.
Height min 340 mm, width min 600 mm.
Color: grey
	

	8.9
	Swivel work chair – low (2 pieces)
	Seat and backrest: washable, resistant to weak acids and alkalis and mechanical impacts 
	

	
	
	Height adjustable backrest
	

	
	
	Synchro tilt
	

	
	
	Load capacity: min. up to 120 kg, height adjustment range: min 450 mm - 600 mm
	

	8.10
	Workplace mat (4 pieces)
	Length max. 200 cm
Width max. 95 cm
Thickness min. 14 mm
Material: Vinyl foam core
	

	8.11
	Workstation (4 pieces)
	Classic manual height adjustment in 25-mm steps. 
Support leg with securing bolts by which the height of the entire workstation is adjusted.
Height adjustment workstation: 750-1000 mm
Desk load capacity: min 250 kg.
	

	8.12
	Drawer cabinet (2 pieces)
	Sturdy steel construction, possibility of central locking
	

	
	
	Min. 4 drawers, depth min. 600 mm, height min. 400 mm
	

	
	
	Load capacity: min. up to 70 kg
	

	8.13
	Support columns (4 pairs)
	Height min. 1000 mm
Width: min. 40 mm
Depth: min. 100 mm
Load capacity: max. 50 kg
	

	8.14
	Perforated back panel single-sided (4 pieces)
	Perforated panels made of sheet metal 9×9 mm at max. 60 mm intervals for mounting perforated panel accessories. Height min. 450 mm, max. 500 mm, width min. 1900 mm, max. 2000 mm
	

	8.15
	Media track with 4 sockets 250V (4 pieces)
	With 2 modules 
ON-OFF switch for the lighting unit.
	

	8.16
	Shadowboard (4 pieces)
	Aluminium shelf. 
Can be slotted into the perforated panel horizontally or at a 45° angle, or attached to a multifix rail. 
Stackable.
Width max. 400 mm
Depth max. 230 mm	
	

	8.17
	Multifix rail (4 pieces) with open storage bin (56 pieces)
	Length 2,000 mm
Width 1,940 mm
Number of containers min. 14
Safe working load min. up to 50 kg
Bin can be converted to a storage box. Polypropylene material.
	

	8.18
	Sheet metal shelf with lighting (4 pieces)
	Shelf with integral tiltable LED lighting.
Maximum distributed shelf load 25 kg.
	

	8.19
	Storage shelf (4 pieces)
	Made of sheet metal, with anti-roll lip on 3 sides. Front face angled. Possibility to incline upwards or downwards. 
	

	
	
	Width: min. 1800 mm, max. 2000 mm
Depth adjustable, usable depth min. up to 300 mm
	

	8.20
	Support arm bracket (4 pieces)
	Length: min. 2000 mm.
Sturdy sheet metal design. 
Fitted in pairs to carry the lighting unit.
Load capacity max. 50 kg
	

	8.21
	LED lighting unit (4 pieces)
	Built-in LED bulbs A++.
Length min. 1,900 mm
Depth min. 120 mm
	

	8.22
	Equipment track with 2 runners (4 pieces)
	C-section steel. Each end has a rubber-backed internal stop.
Height min. 40 mm
Length min. 2,000 mm
Safe working load min. 40 kg
	

	8.23
	Swivel arm (4 pieces)
	Swivel arm made of steel tube with 1 or 2 joints, for fastening to support columns (using screws).
Shelf load capacity min. 25 kg
	

	8.24
	TFT / keyboard bracket (4 pieces)
	VESA mounting including a shelf for a keyboard, can be inclined up to 45°. 
For flat screens min. up to 22“ .
Weight max 3 kg.
	

	8.25
	Worktop (1 piece)
	Length: min. 1400 mm, max. 2600 mm
Width: min. 700 mm, max. 900 mm
Thickness: min. 40 mm
	

	
	
	Permanently anti-static and highly wear-resistant covering, min. 2 mm thick
	

	
	
	resistant to oil, grease, weak acids, and alkalis
	

	8.26
	Stabilizing plate (1 pair)
	Made from folded sheet metal. For reinforcing the workbench.
Height min. 160 mm
Width min. 200 mm
Depth min. 40 mm
	

	8.27
	Rear panel / storage shelf single-piece (1 piece)
	Folded sheet metal construction, suitable to fit between 2 support legs 
	

	
	
	Min. length: 1400 mm
	

	
	
	Load capacity: min. up to 80 kg 
	

	
	
	Folded sheet metal construction, suitable to fit between 2 support legs defined in point 1.10
	

	8.28
	Support leg (2 pieces) with manual height adjustment (2 pieces)

	Height: min. 700 mm, possibility of manual height adjustment, depth: min. 700 mm
	

	
	
	Hollow steel construction with cable holes, plastic or rubber feet pads
	

	
	
	Supplied with manual height adjustment – adjustment range min. 150 mm
	

	8.29
	Side cladding (2 pieces)
	Perforated steel sheet panel
	

	
	
	Suitable for worktop defined in point 8.25 and support legs defined in point 8.28 
	

	8.30
	Roller cabinet (1 piece)
	Min. 8 full extension drawers 
	

	
	
	Scratch-resistant non-slip tray
	

	
	
	Includes tool sets: 
T-handle screwdrivers, hexagon screwdrivers, screwdrivers for Torx, screwdrivers for Torx with T- handle, nut spinners, workshop file set, key file set, wire brush, file brush, PUK saw, socket set 3/8 inch, socket set 1/2 inch, L-wrenches for Torx and hexagon key L-wrenches, wire stripping tools, crimping tools, cable knife, hammers, combination spanner, precision circlip pliers.
	

	
	
	Height min. 900 mm, max. 1100 mm
Width: min. 700 mm, max. 900 mm
Depth: min. 450 mm, max. 600 mm
	

	8.31
	Balancer (4 pieces)
	Max. load 1,5 kg
Balancer with automatic rewind 
	

	9. TOP FLOOR – AREA 3

	9.1
	Table trolley with 4 shelves (5 pieces) 
	Welded steel construction, shelves with anthracite-coloured scratch-resistant surface
	

	
	
	Adjustable storage shelf levels at max. 150 mm intervals
	

	
	
	Dimensions: 
height min. 1800 mm
Width min. 1300 mm
Depth: min. 800 mm
	

	
	
	4 wheels, at least 2 stoppable for easy transport and placement
	

	
	
	Total load capacity min. up to 500 kg
	

	9.2
	Swivel work chair – low (2 pieces)
	Seat and backrest: washable, resistant to weak acids and alkalis and mechanical impacts 
	

	
	
	Height adjustable backrest
	

	
	
	Synchro tilt
	

	
	
	Load capacity: min. up to 120 kg, height adjustment range: min 450 mm - 600 mm
	

	9.3
	Worktop (4 pieces)
	Length: min. 1900 mm, max. 2100 mm
Width: min. 700 mm, max. 900 mm
Thickness: min. 40 mm
	

	
	
	Permanently anti-static and highly wear-resistant covering, min. 2 mm thick
	

	
	
	resistant to oil, grease, weak acids, and alkalis
	

	9.4
	Support leg (8 pieces) with manual height adjustment (8 pieces)
	Height: min. 700 mm, possibility of manual height adjustment, depth: min. 700 mm
	

	
	
	Hollow steel construction with cable holes, plastic or rubber feet pads
	

	
	
	Supplied with manual height adjustment – adjustment range min. 150 mm
	

	9.5
	Stabilizing plate (4 pairs)  
	Suitable for a support leg min of width 50 mm and min depth 700 mm
	

	
	
	Material thickness min. 1 mm
	

	
	
	Depth min. 40 mm 
	

	9.6
	Side cladding (8 pieces)
	Perforated steel sheet panel
	

	
	
	Suitable for worktop defined in point 9.3 and support legs defined in point 9.4 
	

	9.7
	Rear panel / storage shelf single-piece (4 pieces)
	Folded sheet metal construction, suitable to fit between 2 support legs 
	

	
	
	Min. length: 1800 mm
	

	
	
	Load capacity: min. up to 80 kg 
	

	9.8
	Media track with 4 sockets (2 pieces) 
	Suitable for installation on to the worktop
	

	
	
	Dimensions: 
Width min 2000 mm 
Depth min 100 mm, max. 150 mm 
Installation height max. 150 mm
	

	9.9
	Drawer casing (2 pieces)
	Sturdy steel construction, possibility of central locking
	

	
	
	Min. 4 drawers, depth min. 600 mm, height min. 400 mm
	

	
	
	Load capacity: min. up to 70 kg
	

	9.10
	Swivel arm (2 pieces) 
	Swivel arm made of steel tube with 1 or 2 joints, for fastening to support columns (using screws).
Shelf load capacity min. 25 kg
	

	9.11
	TFT / keyboard bracket (2 pieces)
	VESA mounting including a shelf for a keyboard, can be inclined up to 45°. 
For flat screens min. up to 22“ .
Weight max 3 kg.
	

	9.12
	Support columns (2 pairs)
	Height min. 1000 mm
Width: min. 40 mm
Depth: min. 100 mm
Load capacity: max. 50 kg
	

	9.13
	Media track with 4 sockets 250V (2 pieces)
	With 2 modules 
ON-OFF switch for the lighting unit.
	

	9.14
	Perforated back panel single-sided (2 pieces)
	Perforated panels made of sheet metal 9×9 mm at max. 60 mm intervals for mounting perforated panel accessories. Height min. 450 mm, max. 500 mm, width min. 1900 mm, max. 2000 mm
	

	9.15
	Shadowboard (2 pieces)
	Aluminium shelf. 
Can be slotted into the perforated panel horizontally or at a 45° angle, or attached to a multifix rail. 
Stackable.
Width max. 400 mm
Depth max. 180 mm	
	

	9.16
	Multifix rail (2 pieces) with open storage bins (28 pieces)
	Multi-function rail of aluminium. Bins with ergonomic handle and possibility to apply labels on labelling strips at the front.
	

	
	
	Rail dimensions: 
Length min. 2000 mm
Width min 1800 mm
	

	
	
	Working load min. 50 kg
	

	9.17
	Sheet metal shelf with lighting (2 pieces)
	Shelf with integral tiltable LED lighting.
Maximum distributed shelf load 25 kg.
	

	9.18
	Storage shelf (2 pieces)
	Made of sheet metal, with anti-roll lip on 3 sides. Front face angled. Possibility to incline upwards or downwards. 
	

	
	
	Width: min. 1800 mm, max. 2000 mm
Depth adjustable, usable depth min. up to 300 mm
	

	9.19
	Support arm bracket (2 pieces)
	Length: min. 2000 mm.
Sturdy sheet metal design. 
Fitted in pairs to carry the lighting unit.
Load capacity max. 50 kg
	

	9.20
	LED lighting unit (2 pieces)
	Built-in LED bulbs A++.
Length min. 1,900 mm
Depth min. 120 mm
	

	9.21
	Equipment track with 2 runners (2 pieces)
	C-section steel. Each end has a rubber-backed internal stop.
Height min. 40 mm
Length min. 2,000 mm
Safe working load min. 40 kg
	

	9.22
	Eurobox 1 (20 pieces)
	High-quality stackable transport plastic boxes.
Height min 200 mm, width min 600 mm.
Color: grey
	

	10. TOP FLOOR – AREA 4

	10.1
	Storage shelf, basic rack (2 pieces)
	Basic rack, T-profile frames and storage shelves galvanized
	

	
	
	Adjustable storage shelf levels
	

	
	
	Dimensions: 
Height min. 1900 mm, max. 2100 mm
Width min. 1200 mm, max. 1500 mm
Depth: min. 500 mm, max. 700 mm
	

	
	
	Load capacity min. up to 1200 kg
	

	10.2
	Storage shelf, add-on rack (4 pieces)
	Plug-in design, T-profile frames and storage shelves galvanized
	

	
	
	Adjustable storage shelf levels
	

	
	
	Dimensions:
Height min. 1900 mm, max. 2100 mm
Width min. 1200 mm, max. 1500 mm
Depth: min. 500 mm, max. 700 mm
	

	
	
	Load capacity min. up to 1200 kg
	

	10.3
	Swivel work chair – low (2 pieces)
	Seat and backrest: washable, resistant to weak acids and alkalis and mechanical impacts 
	

	
	
	Height adjustable backrest
	

	
	
	Synchro tilt
	

	
	
	Load capacity: min. up to 120 kg, height adjustment range: min 450 mm - 600 mm
	

	10.4
	Worktop (3 pieces)
	Length: min. 1900 mm, max. 2100 mm
Width: min. 700 mm, max. 900 mm
Thickness: min. 40 mm
	

	
	
	Permanently anti-static and highly wear-resistant covering, min. 2 mm thick
	

	
	
	resistant to oil, grease, weak acids, and alkalis
	

	10.5
	Rear panel / storage shelf single-piece (3 pieces)
	Folded sheet metal construction, suitable to fit between 2 support legs 
	

	
	
	Min. length: 1800 mm
	

	
	
	Load capacity: min. up to 80 kg 
	

	10.6
	Support leg (6 pieces) with manual height adjustment (6 pieces)

	Height: min. 700 mm, possibility of manual height adjustment, depth: min. 700 mm
	

	
	
	Hollow steel construction with cable holes, plastic or rubber feet pads
	

	
	
	Supplied with manual height adjustment – adjustment range min. 150 mm
	

	10.7
	Side cladding (6 pieces)
	Perforated steel sheet panel
	

	
	
	Suitable for worktop defined in point 10.4 and support legs defined in point 10.6 
	

	
	
	Perforated steel sheet panel
	

	10.8
	Stabilizing plate (3 pairs)
	Made from folded sheet metal. For reinforcing the workbench.
Height min. 160 mm
Width min. 200 mm
Depth min. 40 mm
	

	10.9
	Drawer casing (2 pieces)
	Sturdy steel construction, possibility of central locking
	

	
	
	Min. 4 drawers, depth min. 600 mm, height min. 400 mm
	

	
	
	Load capacity: min. up to 70 kg
	

	11. TOP FLOOR – AREA 5

	11.1
	Floor panel type A (26 pieces)
	Material: PVC (2 sides of positive and 2 sides of negative toothing)
	

	
	
	Dimensions: minimum 60cm x 60 cm
	

	
	
	Thickness: minimum 10 mm
	

	
	
	Discharge resistance: Minimum 106 Ω
	

	
	
	Electrical insulation:  EGB/ESD 
	

	
	
	Grounding kit 10,3 mm and self-adhesive cooper strip included
	

	
	
	Color: Dark grey 
	

	11.2
	Floor panel type B (26 pieces)
	Material: PVC (with 2 sides of positive and 2 sides of negative toothing)
	

	
	
	Dimensions: minimum 60cm x 60 cm
	

	
	
	Thickness: minimum 10 mm
	

	
	
	Discharge resistance: Minimum 106 Ω
	

	
	
	Electrical insulation:  EGB/ESD 
	

	
	
	Grounding kit 10,3 mm and self-adhesive cooper strip included
	

	
	
	Color: Pale grey 
	

	11.3
	Ramp edging type A (8 pieces)
	Length: minimum 60 cm 
	

	
	
	Width: minimum 10 cm 
	

	
	
	Thickness: minimum 10 mm 
	

	
	
	Positive toothing
	

	
	
	Colour: yellow
	

	11.4
	Ramp edging type B (4 pieces)
	Length: minimum 60 cm 
	

	
	
	Width: minimum 10 cm 
	

	
	
	Thickness: minimum 10 mm 
	

	
	
	Negative toothing
	

	
	
	Colour: yellow
	

	11.5
	Ramp edging type C (7 pieces)
	Length: minimum 60 cm 
	

	
	
	Width: minimum 10 cm 
	

	
	
	Thickness: minimum 10 mm 
	

	
	
	Positive toothing
	

	
	
	Colour: black
	

	11.6
	Ramp edging type D (2 pieces)
	Length: minimum 60 cm 
	

	
	
	Width: minimum 10 cm 
	

	
	
	Thickness: minimum 10 mm 
	

	
	
	Negative toothing
	

	
	
	Colour: black
	

	11.7
	Cabinet with shelves (1 piece)
	Height: max. 2000 mm 
	

	
	
	Width: max. 1000 mm 
	

	
	
	Wight: max. 110 kg
	

	
	
	Construction material: metal sheet with reinforced swing doors
	

	
	
	Number of shelves: Minimum 5 
	

	
	
	Height adjustment interval: Minimum 20 mm 
	

	
	
	Shelf load capacity: Minimum 30 kg  
	

	
	
	Cabinet housing internal load capacity: Minimum 900 kg 
	

	
	
	ESD conductive (to DIN EN 61340-5-1 or equivalent)
	

	
	
	Colour: ESD powder-coated standard light grey paint finish 
	

	11.8
	Basic rack (1 piece)
	Number of shelves: minimum 4 
	

	
	
	Shelf thickness: minimum 35 mm
	

	
	
	Height adjustment interval: minimum 35 mm 
	

	
	
	Assembled size rack width: maximum 1000 mm
	

	
	
	Shelf load capacity: Minimum 100 kg 
	

	
	
	Maximum bay load: Minimum 800 kg 
	

	11.9
	Extension rack (2 pieces)
	Number of shelves: minimum 4 
	

	
	
	Shelf thickness: minimum 35 mm
	

	
	
	Height adjustment interval: minimum 35 mm
	

	
	
	Assembled size rack width: maximum 1000 mm  
	

	
	
	Shelf load capacity: Minimum 100 kg
	

	
	
	Maximum bay load: Minimum 800 kg 
	

	11.10
	Table trolley (1 piece)
	Number of platforms: minimum 2
	

	
	
	Height: minimum 850 mm
	

	
	
	Width: minimum 1000 mm
	

	
	
	Depth: minimum 500 mm 
	

	
	
	Platform area width: min. 800 mm
	

	
	
	Platform area depth: Minimum 500 mm
	

	
	
	Maximum load capacity: Minimum 450 kg
	

	11.11
	Workstation (1 piece)
	Worktop length: Minimum 1900 mm
	

	
	
	Worktop depth: Minimum 500 mm 
	

	
	
	Worktop thickness: Minimum 35 mm 
	

	
	
	Worktop material: Chipboard
	

	
	
	Workbench/desk load capacity - maximum distributed load (on wood): 200 kg 
	

	
	
	Height adjustment range (worktop surface) from – to: 700-1000 mm
	

	
	
	Electrical insulation: EGB/ESD
	

	
	
	Worktop surface colour: light grey 
	

	11.12
	Media track (1 piece)
	Electrical insulation: EGB/ESD
	

	
	
	Width: Minimum 1900 mm
	

	
	
	Installation height: Minimum 150 mm 
	

	
	
	Divider unit: Minimum 18 units 
	

	
	
	ESD powder-coated standard light grey paint finish 
	

	
	
	On/off switch included
	

	11.13
	Media module type A (1 piece)
	Networking double socket CAT-6a screened, supplied not wired. Standard PoE IEEE 802.3af or equivalent. 
	

	
	
	Electrical insulation: EGB/ESD
	

	
	
	Plug type: 2 × RJ45
	

	
	
	Divider unit: 1U 
	

	
	
	ESD powder-coated standard light grey paint finish 
	

	11.14
	Media module type B (1 piece)
	Safety one-hand coupling; quick-release compressed air coupling, NB 7.2; connection thread 3/8 inch.
	

	
	
	Electrical insulation: EGB/ESD
	

	
	
	Divider unit: 1U
	

	
	
	Maximum pressure: min. up to 16 bars  
	

	
	
	ESD powder-coated standard light grey paint finish 
	

	11.15
	Media module type C (1 piece)
	USB 2.0 high speed socket for connecting peripherals to a computer. Data transfer enabled, not suitable for charging.
	

	
	
	Electrical insulation: EGB/ESD
	

	
	
	Divider unit: 1U
	

	
	
	Plug type: 2× type A
	

	
	
	ESD powder-coated standard light grey paint finish
	

	11.16
	Workstation support columns (1 piece)
	Material:  sturdy sheet metal
	

	
	
	Electrical insulation: EGB/ESD
	

	
	
	Height adjustment interval: Minimum 50 mm
	

	
	
	Width: Minimum 35 mm 
	

	
	
	Depth: Minimum 90 mm 
	

	
	
	Weight: maximum 5 kg
	

	
	
	ESD powder-coated standard light grey paint finish 
	

	11.17
	Swivel work chair (1 piece)
	Load capacity chair: Minimum 100 kg
	

	
	
	Electrical insulation: EGB/ESD
	

	
	
	Seat width: Minimum 450 mm 
	

	
	
	Seat depth: Minimum 430 mm 
	

	
	
	Backrest height: Minimum 550 mm 
	

	
	
	Height adjustment range: Minimum 470 mm – 600 mm  
	

	
	
	Pair of tiltable ± 15° armrests included
	

	
	
	Colour of seat material: Anthracite
	

	11.18
	Roller cabinet (1 piece)
	Min. 8 full extension drawers 
	

	
	
	Scratch-resistant non-slip tray
	

	
	
	Includes tool sets: 
T-handle screwdrivers, hexagon screwdrivers, screwdrivers for Torx, screwdrivers for Torx with T- handle, nut spinners, workshop file set, key file set, wire brush, file brush, PUK saw, socket set 3/8 inch, socket set 1/2 inch, L-wrenches for Torx and hexagon key L-wrenches, wire stripping tools, crimping tools, cable knife, hammers, combination spanner, precision circlip pliers.
	

	
	
	Height min. 900 mm, max. 1100 mm
Width: min. 700 mm, max. 900 mm
Depth: min. 450 mm, max. 600 mm
	

	11.19
	Transport container type A (10 pieces)
	Material: recyclable, electrically conductive plastic  
	

	
	
	Height: minimum 200 mm
	

	
	
	Width: minimum 550 mm
	

	
	
	Depth: minimum 350 mm 
	

	
	
	Grip shape: Handle
	

	11.20
	Transport container type B (20 pieces)
	Material: recyclable, electrically conductive plastic  
	

	
	
	Height: minimum 100 mm
	

	
	
	Width: minimum 250 mm 
	

	
	
	Depth: minimum 150 mm 
	

	
	
	Grip shape: Shell handle
	

	11.21
	Transport container type C (20 pieces)
	Material: recyclable, electrically conductive plastic  
	

	
	
	Height: minimum 200 mm
	

	
	
	Width: minimum 350 mm 
	

	
	
	Depth: minimum 250 mm 
	

	
	
	Grip shape: Handle
	

	[bookmark: _Hlk50730593]12. TOP FLOOR – AREA 6

	12.1
	Storage shelf, basic rack (3 pieces)
	Basic rack, T-profile frames and storage shelves galvanized
	

	
	
	Adjustable storage shelf levels
	

	
	
	Dimensions: 
Height min. 1900 mm, max. 2100 mm
Width min. 1200 mm, max. 1500 mm
Depth: min. 500 mm, max. 700 mm
	

	
	
	Load capacity min. up to 1200 kg
	

	12.2
	Storage shelf, add-on rack (18 pieces)
	Plug-in design, T-profile frames and storage shelves galvanized
	

	
	
	Adjustable storage shelf levels
	

	
	
	Dimensions:
Height min. 1900 mm, max. 2100 mm
Width min. 1200 mm, max. 1500 mm
Depth: min. 500 mm, max. 700 mm
	

	
	
	Load capacity min. up to 1200 kg
	

	12.3
	Janitor’s cabinet (1 piece)
	Metal sheet construction, levelling base, swing doors, cylinder lock
	

	
	
	Height adjustable frame for placement of min. 4 smaller cabinets inside
	

	
	
	Dimensions: 
Height min. 1800 mm, max. 2200 mm
Width: min. 900 mm, max. 1200 mm
Depth: min. 450 mm, max. 600 mm
	

	12.4
	Cleaning point (1 set)
	Includes at least 1 industrial floor broom, 1 hand brush, 1 steel dustpan and 3 steel-hook toolholders (1 per each tool)
	

	12.5
	Pallet truck (1 piece)
	Fork length: min. 1000 mm
	

	
	
	Load capacity: min. up to 2000 kg
	

	12.6
	Table trolley (1 piece)
	Number of platforms: minimum 2
	

	
	
	Height: minimum 850 mm
	

	
	
	Width: minimum 1000 mm
	

	
	
	Depth: minimum 500 mm 
	

	
	
	Platform area width: min. 800 mm
	

	12.7
	Folding trolley (1 piece)
	Steel frame, folding handle
	

	
	
	Load capacity: min. up to 200 kg
	

	12.8
	Base cabinet (2 pieces)
	Metal sheet construction, levelling base, swing doors, cylinder lock
	

	
	
	5 shelves, distributed shelf load capacity min. 80 kg
	

	
	
	Dimensions: 
Height min. 1800 mm, max. 2200 mm
Width: min. 900 mm, max. 1200 mm
Depth: min. 450 mm, max. 600 mm
	

	12.9
	Inclined shelf basic rack (6 pieces)
	T-profile frames and storage shelves galvanised. Available with a maximum load capacity of 150kg per inclined shelf. Storage shelf levels adjustable at max. 30 mm intervals.
Height min. 2000 mm, width min 1000 mm, depth min. 800 mm
Number of shelves: min. 6
	

	12.10
	Swivel work chair – high (6 pieces)
	Seat and backrest: washable, resistant to weak acids and alkalis and mechanical impacts 
	

	
	
	Height adjustable backrest
	

	
	
	Synchro tilt
	

	
	
	Load capacity: min. up to 120 kg, height adjustment range: min 600 mm - 850 mm
	

	12.11
	Worktop (2 pieces)
	Length: min. 1900 mm, max. 2100 mm
Width: min. 700 mm, max. 900 mm
Thickness: min. 40 mm
	

	
	
	Permanently anti-static and highly wear-resistant covering, min. 2 mm thick
	

	
	
	resistant to oil, grease, weak acids, and alkalis
	

	
	
	Length: min. 1900 mm, max. 2100 mm
Width: min. 700 mm, max. 900 mm
Thickness: min. 40 mm
	

	12.12
	Rear panel / storage shelf single-piece (2 pieces)
	Folded sheet metal construction, suitable to fit between 2 support legs 
	

	
	
	Min. length: 1800 mm
	

	
	
	Load capacity: min. up to 80 kg 
	

	12.13
	Support leg (4 pieces) with manual height adjustment (4 pieces)
	Height: min. 700 mm, possibility of manual height adjustment, depth: min. 700 mm
	

	
	
	Hollow steel construction with cable holes, plastic or rubber feet pads
	

	
	
	Supplied with manual height adjustment – adjustment range min. 150 mm
	

	12.14
	Side cladding (2 pieces)
	Perforated steel sheet panel
	

	
	
	Suitable for worktops defined in point 12.11 and support legs defined in point 12.13 
	

	12.15
	Drawer casing (8 pieces)
	Sturdy steel construction, possibility of central locking
	

	
	
	Min. 4 drawers, depth min. 600 mm, height min. 400 mm
	

	
	
	Load capacity: min. up to 70 kg
	

	12.16
	Stabilizing plate (2 pairs)
	Made from folded sheet metal. For reinforcing the workbench.
Height min. 160 mm
Width min. 200 mm
Depth min. 40 mm
	

	12.17
	Workplace mat (6 pieces)
	Length max. 200 cm
Width max. 95 cm
Thickness min. 14 mm
Material: Vinyl foam core
	

	12.18
	Workstation (6 pieces)
	Classic manual height adjustment in 25-mm steps. 
Support leg with securing bolts by which the height of the entire workstation is adjusted.
Height adjustment workstation: 750-1000 mm
Desk load capacity: min 250 kg.
	

	12.19
	Support columns (2 pairs)
	Height min. 1000 mm
Width: min. 40 mm
Depth: min. 100 mm
Load capacity: max. 50 kg
	

	12.20
	Swivel arm (6 pieces) 
	Swivel arm made of steel tube with 1 or 2 joints, for fastening to support columns (using screws).
Shelf load capacity min. 25 kg
	

	12.21
	TFT / keyboard bracket (6 pieces)
	VESA mounting including a shelf for a keyboard, can be inclined up to 45°. 
For flat screens min. up to 22“ .
Weight max 3 kg.
	

	12.22
	Media track with 4 sockets 250V (6 pieces)
	With 2 modules 
ON-OFF switch for the lighting unit.
	

	12.23
	Perforated back panel single-sided (6 pieces)
	Perforated panels made of sheet metal 9×9 mm at max. 60 mm intervals for mounting perforated panel accessories. Height min. 450 mm, max. 500 mm, width min. 1900 mm, max. 2000 mm
	

	12.24
	Shadowboard (6 pieces)
	Aluminium shelf. 
Can be slotted into the perforated panel horizontally or at a 45° angle, or attached to a multifix rail. 
Stackable.
Width max. 400 mm
Depth max. 230 mm	
	

	12.25
	Multifix rail (6 pieces) with open storage bins (84 pieces)
	Multi-function rail of aluminium. Bins with ergonomic handle and possibility to apply labels on labelling strips at the front.
	

	
	
	Rail dimensions: 
Length min. 2000 mm
Width min 1800 mm
	

	
	
	Working load min. 50 kg
	

	12.26
	Storage shelf (6 pieces)
	Made of sheet metal, with anti-roll lip on 3 sides. Front face angled. Possibility to incline upwards or downwards. 
	

	
	
	Width: min. 1800 mm, max. 2000 mm
Depth adjustable, usable depth min. up to 300 mm
	

	12.27
	Support arm bracket (6 pieces)
	Length: min. 2000 mm.
Sturdy sheet metal design. 
Fitted in pairs to carry the lighting unit.
Load capacity max. 50 kg
	

	12.28
	Equipment track with 2 runners (6 pieces)
	C-section steel. Each end has a rubber-backed internal stop.
Height min. 40 mm
Length min. 2,000 mm
Safe working load min. 40 kg
	

	12.29
	Roller cabinet (1 piece)
	Min. 8 full extension drawers 
	

	
	
	Scratch-resistant non-slip tray
	

	
	
	Includes tool sets: 
T-handle screwdrivers, hexagon screwdrivers, screwdrivers for Torx, screwdrivers for Torx with T- handle, nut spinners, workshop file set, key file set, wire brush, file brush, PUK saw, socket set 3/8 inch, socket set 1/2 inch, L-wrenches for Torx and hexagon key L-wrenches, wire stripping tools, crimping tools, cable knife, hammers, combination spanner, precision circlip pliers.
	

	
	
	Height min. 900 mm, max. 1100 mm
Width: min. 700 mm, max. 900 mm
Depth: min. 450 mm, max. 600 mm
	

	12.30
	Eurobox 1 (126 pieces)
	High-quality stackable transport plastic boxes.
Height min. 200 mm, width min. 600 mm.
Color: grey
	

	12.31
	Eurobox 2 (126 pieces)
	High-quality stackable transport plastic boxes.
Height min. 340 mm, width min. 600 mm.
Color: grey
	

	13. TOP FLOOR – AREA 7

	13.1
	Mobile cleaning point (1 piece)
	Distortion-free construction of sheet metal. Centre partition – perforated panel grid. 
	

	
	
	Equipped with recycle bin, holder set and paper dispenser.
	

	
	
	4 wheels, at least 2 stoppable for easy transport and placement
	

	
	
	Height: min. 1700 mm, max. 2000 mm 
	

	13.2
	Cleaning point accessories (1 set)
	Includes at least 1 industrial floor broom, 1 hand brush, 1 steel dustpan and 3 steel-hook toolholders (1 per each tool)
	

	13.3
	Pallet dolly (2 pieces)
	Safe working load min. up to 1200 kg.
Sturdy steel angle section construction. 
4 corner supports to take flat pallets and mesh crates.
Height min. 300 mm
Width min. 1200 mm
	

	13.4
	Platform trolley (3 pieces)
	Welded steel sections and tubes, platform made of chipboard
4 wheels, at least 2 stoppable for easy transport and placement.
TPE tyres, hubs with grooved ball bearings.
Height: min. 900 mm
Width: min. 1000 mm
	

	13.5
	Pallet truck (2 pieces)
	Fork length: min. 1000 mm
	

	
	
	Load capacity: min. up to 2000 kg
	

	13.6
	Base cabinet (1 piece)
	Metal sheet construction, levelling base, swing doors, cylinder lock
	

	
	
	5 shelves, distributed shelf load capacity min. 80 kg
	

	
	
	Dimensions: 
Height min. 1800 mm, max. 2200 mm
Width: min. 900 mm, max. 1200 mm
Depth: min. 450 mm, max. 600 mm
	

	13.7
	Worktop (2 pieces)
	Length: min. 1900 mm, max. 2100 mm
Width: min. 700 mm, max. 900 mm
Thickness: min. 40 mm
	

	
	
	Permanently anti-static and highly wear-resistant covering, min. 2 mm thick
	

	
	
	resistant to oil, grease, weak acids, and alkalis
	

	13.8
	Support leg (4 pieces) with manual height adjustment (4 pieces)
	Height: min. 900 mm, possibility of manual height adjustment, depth: min. 700 mm
	

	
	
	Hollow steel construction with cable holes, plastic or rubber feet pads
	

	
	
	Supplied with manual height adjustment – adjustment range min. 150 mm
	

	13.9
	Rear panel / storage shelf two-part (2 pieces)
	Folded sheet metal construction, suitable to fit between 2 support legs defined in point 13.8
	

	
	
	Min. length: 1800 mm
	

	13.10
	Drawer casing with drawers (2 piece)
	Drawer cabinet with sturdy steel construction, height: min. 300 mm, max. 400 mm
	

	
	
	Min. 2 full extension drawers with differential runners, shelf load capacity min. up to 70 kg
	

	
	
	Aluminium handles with replaceable labelling strips 
	

	
	
	Possibility of central locking by cylinder lock
	

	13.11
	Perforated back panel (2 pieces)
	Perforated panels made of sheet metal 9×9 mm at max. 60 mm intervals for mounting perforated panel accessories. Height min. 450 mm, max. 500 mm, width min. 1900 mm, max. 2000 mm
	

	13.12
	Media module for support columns (2 pieces)
	Made of sheet metal. Suitable for bolting to the sides of the support columns.
	

	
	
	Fully wired with two power sockets.
	

	13.13
	Storage shelf (2 pieces)
	Made of sheet metal, with anti-roll lip on 3 sides. Front face angled. Possibility to incline upwards or downwards. 
	

	
	
	Width: min. 1800 mm, max. 2000 mm
Depth adjustable, usable depth min. up to 300 mm
	

	13.14
	Shelf with steel hoops (2 pieces)
	Made of sheet metal, with galvanised steel hoops.
	

	
	
	Width: min. 1800 mm, max. 2000 mm
Usable depth: min. 300 mm
	

	14. MOUNTING, ASSEMBLY AND INSTALLATION

	14.1
	Mounting, assembly and installation is fully provided by the Tenderer.
	



