Prilog 7/Annex 7:	ADORO d.o.o.				EV 28/2022/Procurement Nb. 28/2022

NARUČITELJ/CONTRCTING AUTHORITY: ADORO d.o.o, Kanalska ulica 36, 10 250 Zagreb, Hrvatska , OIB: 98931889409
PREDMET NABAVE/SUBJECT OF PROCUREMENT: Nabava Skladišni jež za ploče i edukacija / Storage machine for boards and education

Kolone I-II ispunjava Naručitelj – već su popunjene od strane Naručitelja
Kolonu  III -  IV ispunjava Ponuditelj
Ponuđači su dužni ispuniti predloške na sljedećim stranicama:
· Kolona II je ispunjena od strane naručitelja i prikazuje tražene tehničke specifikacije (nije dozvoljena modifikacija istih od strane ponuđača),
· Kolonu III ispunjava ponuditelj sa detaljima ponuđene robe i usluge (npr. samo riječi “da” ili “ne” nisu dovoljne) – obvezna kolona.
· Kolona IV -  Ona ponuditelju omogućava unos komentara na svoju predloženu robu.
· Ponuda mora biti dovoljno jasna kako bi Odbor za ocjenu ponuda mogao napraviti jednostavnu usporedbu između traženih i ponuđenih specifikacija.	
Nabava Skladišni jež za ploče i edukacija

Napomena: Za sve norme, tipove, robne marke i modele navedene u tehničkim specifikacijama primjenjuje se „ili jednakovrijedno“.

Columns I-II are filled out by Contracting Authority - already filled out by Contracting Authority
Column  III – IV is filled out by the Bidder
                                                                             
Bidders must fill out the form with the following columns: 
· Column II is filled out by the Contracting Authority and indicates all required technical specifications (the Bidder is not allowed to modify technical specifications),
· Column III is filled out by the Bidder with details of offered goods and services (e.g. only words like “yes” or “no” are not sufficient) – obligatory column. 
· Column IV - It enables the Bidder to enter comments to all goods offered. 
· The Tender must be unambiguous for Members of the Board to evaluate the Tender and make the simple comparison between the required and offered technical specifications.    
Procurement of the Storage machine for boards and education
Note: For all norms, types and trade marks, models indicated in technical specification the term „or equivalent“ is applicable. 

TEHNIČKE SPECIFIKACIJE

	Redni broj/Naziv
	Zahtjevane tehničke i funkcionalne specifikacije
	Ponuđene tehničke specifikacije
	Bilješke, primjedbe, upute na popratnu dokumentaciju


	1.
	Skladišni jež za ploče
	· obradci su ravne ploče
· Širina obradka: 500 mm do min. 1200 mm ili više
· Duljina obradka 500 mm do 3000 mm
· Debljina obradka: 1 mm do 5 mm
· Težina obradka: do 20 kg ili više
	
	

	1. 
	
	· Sustav za odlaganje ježa:
· dijelovi uspravni, 
· uklanjanje i lijevo i desno (bez transporta na zupčastom remenu)
· Jež s odjeljcima sa svih strana za okomito skladištenje obradaka (1 krug približno +85°; 1 krug približno - 85°),
· Mogućnost rada unatrag u ručnom načinu rada
	
	

	2. 
	
	· Konstrukcija okvira:
· čelični okvir od zavarenog profila s osloncima za noge podesivim po visini ± 30 mm,
· površinski zaštićen
· Pogon ježa izveden obostrano lančanim pogonom na čeličnoj vodilici
	
	

	3. 
	
	· Prihvat „iglica“ ježa je na pravokutnoj cijevi dužine max. 2000 mm
· iglice raspoređene po obodu i pričvršćene vijcima na lance za nošenje
	
	

	4. 
	
	· Cijevi prihvata su opremljene sa stupovima u obliku ježa
· obloženo zaštitnom cijevi od PVC-a ili jednakovrijedno , debljine min. 2 mm
	
	

	5. 
	
	· Razmak između iglica od "0" ruba: 50 mm, 375 mm, 375 mm, 375 mm, 375 mm, 375 mm.
· Oblaganje pravokutnih cijevi plastičnim trakama radi zaštite površine materijala obradaka
	
	

	6. 
	
	· Pretinci - razmak između središta 75 mm - 78 mm
	
	

	7. 
	
	· Duljina osi ježa -  max. 3400 mm 
· 45-50 kom. uspravnih odjeljaka
	
	

	8. 
	
	· Duljina štapa ježa 1000 mm do 1100 mm
	
	

	9. 
	
	· Visina gornje točke prihvata max 1500 mm 
	
	

	10. 
	
	· širina prihvata - max 2000 mm
	
	

	
	
	· Težina transportiranog obradka do 20 kg ili više
	
	

	
	
	· plastična traka na strani potpora radi zaštite rubova
· Zaštitna mreža bez vrata
· Kontaktna lajsna na stupu zaštitne mreže na ulazu u stroj 
· Obloženi valjci na izlazu radi lakšeg skidanje obradaka ploča
	
	

	
	
	· Korisna dužina transportera min. 3000 mm ili više
	
	

	
	
	· Korisna širina transportera min. raspona od 500 mm do 1200 mm
	
	

	
	
	· Valjci promjera min. 50 mm sa zaštitnim slojem i pogonom preko pljosnatog remena
	
	

	
	
	· Elektro kontrola i upravljanje za gornji sustav sastoji se od :
· 1 kom upravljačkog ormara sa CPU-om i TIA komunikatorom između računala i stroja
· 1 kom. ventilator
· 1 kom. hitno zaustavljanje
· 3 kom. fotoćelije
· Kabelski kanal
· Pripadajući kablovi
· Izrada dijagrama strujnog kruga
· Softver za elektroormar za komunikaciju CPU – TIA komunikator
· Pružanje terminala sučelja
· Frekvencijski pretvarač
	
	

	
	
	· Prošireni upravljački ormari za upravljanje s predizborom za dvije mogućnosti načina rada:
· Način rada 1 = uklanjanje sa strane
· Način rada 2 = skidanje s transportne trake
· Transporter sa zupčastom trakom 
· Dužina transportera od 2300 mm do 2600 mm
	
	

	
	
	· Broj traka 6 kom.
	
	

	
	
	· Sigurnosni tunel
	
	

	
	
	· Dodatno zaustavljanje u nuždi, senzori.
	
	

	2.
	
	· Edukacija 2 zaposlenika na adresi naručitelja
	
	

	3.
	
	· Jamstvo: minimalno 12 mjeseci
	
	








TECHNICAL SPECIFICATIONS

	Redni broj/Naziv/Ord.No./Name
	Zahtjevane tehničke i funkcionalne specifikacije/ Requested technical and functional specifications
	Ponuđene tehničke specifikacije/ Offered technical specifications
	Bilješke, primjedbe, upute na popratnu dokumentaciju/ Notes, remarks, instructions on accompanying documentation


	1.
	Storage machine for boards
	• workpieces are flat plates
• Workpiece width: 500 mm to min. 1200 mm or more
• Length of workpiece 500 mm to 3000 mm
• Work piece thickness: 1 mm to 5 mm
• Workpiece weight: up to 20 kg or more
	
	

	11. 
	
	• Storage machine disposal system:
• parts upright,
• removal both left and right (without transport on a timing belt)
• Storage machine with compartments on all sides for vertical storage of workpieces (1 circle approximately +85°; 1 circle approximately - 85°),
· Ability to work backwards in manual mode
	
	

	12. 
	
	
• Frame construction:
• steel frame made of welded profile with footrests adjustable in height ± 30 mm,
• surface protected
• Storage machine drive made with a chain drive on both sides on a steel guide
	
	

	13. 
	
	• Acceptance of "pins" is on a rectangular tube with a length of max. 2000 mm
• pins distributed around the circumference and attached with screws to the carrying chains
	
	

	14. 
	
	
• The intake pipes are equipped with hedgehog-shaped posts
• lined with a protective PVC pipe or equivalent, thickness min. 2 mm
	
	

	15. 
	
	• Distance between pins from "0" edge: 50 mm, 375 mm, 375 mm, 375 mm, 375 mm, 375 mm.
• Covering rectangular pipes with plastic strips to protect the surface of the work material
	
	

	16. 
	
	• Compartments - distance between centers 75 mm - 78 mm
	
	

	17. 
	
	• Length of the axis of the storage machine (e.i. hedgehog) - max. 3400 mm
• 45-50 pcs. upright sections
	
	

	18. 
	
	• Length of the storage machine (e.i. hedgehog) stick 1000 mm to 1100 mm
	
	

	19. 
	
	• The height of the upper point accepts max. 1500 mm
	
	

	20. 
	
	• acceptance width - max 2000 mm
	
	

	21. 
	
	• Weight of transported workpiece up to 20 kg or more
	
	

	
	
	• plastic tape on the support side to protect the edges
• Protective net without door
• Contact strip on the pole of the protective net at the entrance to the machine
• Coated rollers at the exit for easier removal of the panels
	
	

	
	
	• Usable length of conveyor min. 3000 mm or more
	
	

	
	
	
• Usable conveyor width min. ranging from 500 mm to 1200 mm
	
	

	
	
	
• Rollers with a diameter of min. 50 mm with protective layer and flat belt drive
	
	

	
	
	• Electrical control and management for the above system consists of:
• 1 control cabinet with CPU and TIA communicator between computer and machine
• 1 pc. cooling fan
• 1 pc. emergency stop
• 3 pcs. photocells
• Cable channel
• Associated cables
• Creating a circuit diagram
• Control cabinet software for CPU communication – TIA communicator
• Providing a terminal interface
• Frequency converter
	
	

	
	
	• Extended control cabinets for control with preselection for two operating mode options:
• Mode 1 = side removal
• Mode 2 = removal from the conveyor belt
• Conveyor with toothed belt
• Conveyor length from 2300 mm to 2600 mm
	
	

	
	
	• Number of strips 6 pcs
	
	

	
	
	
• Security tunnel
	
	

	
	
	
• Additional emergency stop, sensors.
	
	

	2.
	
	Education for 2 employees of Contracting  Authority
	
	

	3.
	
	Garanty : min. 12 months
	
	


Mjesto i datum (Place and date)								za Ponuditelja (for the Tenderer)

________________________										__________i________________													potpis ovlaštene osobe /(signature of the autorized person)

Sadržaj ovog materijala isključivo je odgovornost društva ADORO d.o.o.
The content of this document is the exclusive responsibility of ADORO ltd.
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