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Procurement Name: Procurement of machines





[bookmark: _Hlk43723856]Grupa 1 Nabava komore za zagrijavanje karbona / Group 1 Procurement of carbon heating chamber

NAPOMENA / NOTE:

Ponuditelj popunjava tehničke specifikacije samo za nabavu za koju daje ponudu. / Tenderer complets technical specifications only for the procurement he is tendering for. 
Zahtjevi definirani Tehničkim specifikacijama predstavljaju tehničke karakteristike koje ponuđena roba mora zadovoljavati te se iste ne smiju mijenjati od strane ponuditelja. / Requests defined within Technical specifications represent technical characteristics offered goods should satisfy and they are not to be altered by tenderer. 

Ponuditelj obavezno popunjava stupac „Ponuđene specifikacije“ definirajući detaljno tehničke specifikacije ponuđene robe (napomena:  ponuditelj popunjava tehničke specifikacije upisujući točne karakteristike ponuđene robe, izbjegavajući pri tome popunjavanje stupca samo riječima kao što su npr. „zadovoljava“ , „DA“ ili „odgovara traženom“). / Tenderer complets column „Specification offered“ defining detailed technical specification of offered goods (note: tenderer fills out exact specifications of offered goods, the words „compliant“, „equivalent“, or „yes“ etc. are not sufficient).  
Stupac „Bilješke, napomene, reference na  dokumentaciju“ ponuditelj može popuniti ukoliko smatra potrebnim. / The column "Notes, remarks, references to documentation" can be filled in by the bidder if he deems it necessary.
Stupac „Ocjena DA/NE“ ponuditelj ne popunjava s obzirom na to da je stupac predviđen za ocjene Naručitelja. / Column „Grade YES / NO“ tenderer is not to fill out as it is envisaged for the Contracting Authority to complete this column. 
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2. Specifications Required/ Tražene karakteristike
	3. Specifications 
Offered/ Ponuđene 
karakteristike

	4. Notes, remarks, references to documentation/ Bilješke, napomene, reference na dokumentaciju
	5. Notes (yes/no)/Ocjene (da/ne)

	1.
	Komora za zagrijavanje karbona– 1 kom
Chamber for carbon heating– 1 pc

	
	
	

	2.
	Komora za zagrijavanje karbona mora sadržavati:
· kabina za lakiranje i kabina za sušenje sa pregradnim zidom
· tlačna grupa za upravljanje obje zone – 1 kom
· predispozicija za grijanje + digitalni sustav termoregulacije
· kabina za suho lakiranje
· Inverter za elektroničku regulaciju tlaka – 1 kom
· Uređaj za kontrolu tlaka – 1 kom
Specifikacije kabine za lakiranje s dvostrukom suhom filtracijom:
· Vanjske dimenzije stroja: mm 4.080 [D] x 1.000 [š] x 3.580 [V]
· Korisne dimenzije stroja: mm 4.000 [D] x 300 [š] x 2.660 [V] 
· set ploča od pocinčanog lima debljine 12/10mm – 1 komplet
· Set RAL5015 obojenih profila – 1 komplet
· Set prednjih filtara od saćastog kartona – 1 komplet
· Set prednjih filtera od stakloplastike – 1 komplet
· Elektroaspirator s izravnim pogonom – 1 komplet
· Indikativni izlazni protok zraka m3/h 14.000
· Elektromotor kW min 4 – 1 komplet
· Presostat diferencijalnog tlaka za otkrivanje I prikaz statusa začepljenja filtera – 1 komad
· Komplet za uštedu energije – 1 komplet
· Set bočnih izoliranih panela debljine min 40 mm – 1 komplet
· Set gornjih izoliranih ploča maksimalne debljine min 80mm – 1 komplet
· Set obojenih profila – 1 komplet
· Potporna struktura – 1 komplet
· Klizna vrata za  pristup/izlaz – 1 komplet
· Sigurnosna vrata za pristup/izlaz – 1 komplet

Specifikacije sustava za dovod zraka:
· Tlačna jedinica (indikativni izlazni protok zraka m3/h min 24.000 – 1 komplet
· Min 7,5 kW električni motor – 1 komplet
· Vodoravni plenum od 220m – 1 komplet
· Vertikalni plenum od 22m – 1 komplet
· Set cijevi za vezu između jedinice za povišenje tlaka i plenuma – 1 komplet
Priprema za grijanje + digitalni sustav termoregulacije:
· Termozračna zavojnica – 1 kom
· Toplinska snaga potrebna za delta T od 35°:Kcal/h 260,400
· Temperatura vode: 80°
· Komplet za digitalnu termoregulaciju koji se sastoji od: 3-smjernog modulirajućeg ventila zajedno s električnim motorom za automatsko miješanje vode, sonde za detekciju temperature montirane unutar plenuma, digitalnog termoregulator za praćenje i podešavanje temperature izravno s električne ploče – 1 komplet
· Usisni stupovi, za odvod dima i kretanje zraka, profili od pocinčanog lima debljine 15/10 mm
· postavljeni na zid u prostoru za sušenje na suprotnoj strani u odnosu na plenum za ulaz zraka i spojeni na elektroaspirator – 2 kom
· Elektroaspirator s izravnim pogonom sa sigurnosnim sustavom protiv iskrenja i balansiranim rotorom, zajedno s spremnikom(ima) za spajanje cijevi za ispuštanje zraka - 1 kom
· Indikativni izlazni protok zraka min m3/h 5.000 – 1 kom
· Elektromotor min kW 1,1 za upravljanje impelerom s unatrag okrenutim lopaticama - 1 kom
· Set cijevi za spoj između stupova i električnog ventilatora, zajedno s ručnim ventilom za regulaciju izlaznog protoka zraka - 1 komplet
Specifikacije Električnog sustava:
· Dvostruka LED stropna svjetla - 12 kom
· Zatvorena, niskonaponska električna upravljačka ploča (kao što zahtijeva Direktiva o strojevima 2006/42/EC), zajedno sa svim komponentama potrebnim za rad stroja, uključujući vremensko podesivi mjerač vremena za izvlačenje dima prije operatera ulazi u sobu - 1 kom
· Inverter za regulaciju frekvencije i posljedično usisavanje zraka elektromotora/e montiran na grupi za tlak i na kabini za lakiranje - 1 kom 
· Uređaji za kontrolu tlaka (1 za svaku sobu) montirani unutar električne ploče, omogućuju prikazivanje ispravnog tlaka pomoću razlike tlaka između unutarnjeg i vanjskog sustava - 2 kom

	· Tehničko-regulatorne informacije:
· Stroj testiran na elektromagnetsku kompatibilnost
· Stroj s CE certifikatom
· IP 55 zaštita električnog sustava
· Električno ožičenje sa protupaljivim električnim kablom
· Stroj interno certificiran Atex II 3 G
· (vanjsko područje stroja koje nije Atex, tj. električni ventilatori, grupa za tlak i električna ploča)
· Standardno napajanje Volt 380 - Hz 50 - Ph 3
· Buka manja od 76,8 dB
· 1 priručnik za uporabu i održavanje bit će isporučen sa strojem (nalazi se unutar električne ploče)
· Električni dijagrami koji se odnose na isto bit će isporučeni zajedno sa strojem.


	Glavni referentni standardi:
· Direktiva o sigurnosti strojeva 2006/42/CE - EN 12100-1; EN 12100-2; EN 12215; EN 11202
· Direktiva o niskom naponu 2006/95/CE - EN 60204-1
· Direktiva o elektromagnetskoj kompatibilnosti 2004/108/CE - EN 61000-6-1; EN 61000-6-3
· ATEX Direktiva 94/9/CE - EN 1127-1



Chamber for carbon heating must contain:
-painting cabin and drying cabin with partition wall
- pressure group for managing both zones - 1 pc
-predisposition for heating + digital thermoregulation system
-cabin for dry painting
-Inverter for electronic pressure regulation – 1 pc
- Pressure control device – 1 pc

Specifications of the paint booth with double dry filtration:
-External dimensions of the machine: mm 4,080 [L] x 1,000 [W] x 3,580 [H]
-Usable dimensions of the machine: mm 4,000 [L] x 300 [W] x 2,660 [H]
- set of 12/10mm thick galvanized sheet plates – 1 set
-Set of RAL5015 colored profiles - 1 set
-Set of front filters made of honeycomb cardboard - 1 set
-Set of fiberglass front filters - 1 set
-Electric aspirator with direct drive - 1 set
-Indicative output air flow m3/h 14,000
- Electric motor kW 4 – 1 set
-Differential pressure switch for detection and display of filter clogging status - 1 piece
-Energy saving set – 1 set
- Set of side insulated panels with a thickness of 40 mm – 1 set
- Set of upper insulated plates with a maximum thickness of 80mm – 1 set
- Set of colored profiles - 1 set
- Support structure – 1 set
Sliding doors for access/exit – 1 set
-Security door for access/exit – 1 set

Air supply system specifications:
-Pressure unit (indicative output air flow m3/h 24,000 – 1 set
- 7.5 kW electric motor – 1 set
- Horizontal plenum of 220 m - 1 set
- Vertical plenum of 22 m - 1 set
- Set of pipes for the connection between the pressure booster unit and the plenum – 1 set

Preparation for heating + digital thermoregulation system:
- Thermoair coil – 1 pc
-Heat power required for delta T of 35°: Kcal/h 260,400
-Water temperature: 80°
- Kit for digital thermoregulation consisting of: 3-way modulating valve together with an electric motor for automatic water mixing, a temperature detection probe mounted inside the plenum, a digital thermoregulator for monitoring and adjusting the temperature directly from the electrical panel - 1 set
- Suction columns, for smoke extraction and air movement, galvanized sheet profiles 15/10 mm thick
placed on the wall in the drying area on the opposite side of the air intake plenum and connected to the electro-aspirator - 2 pcs.
- Electroaspirator with direct drive with safety system against sparks and balanced rotor,
together with the container(s) for connecting the air release pipe - 1 pc
Indicative output air flow m3/h 5,000 – 1 pc
- Electric motor min kW 1.1 for controlling the impeller with backward facing blades - 1 pc
- A set of pipes for the connection between the columns and the electric fan, together with a manual valve for regulation of air outlet - 1 set

Specifications of the electrical system:
- Double LED ceiling lights - 12 pcs
- Enclosed, low-voltage electrical control panel (as required by the Machinery Directive
2006/42/EC), together with all the components necessary for the operation of the machine, including the time adjustable smoke extraction timer before the operator enters the room - 1 pc
Inverter for frequency regulation and consequent air suction of the electric motor/s mounted on the group for pressure and on the painting booth - 1 pc
- Pressure control devices (1 for each room) mounted inside the electrical panel, allow display correct pressure using the pressure difference between the internal and external system - 2 pcs

	Technical and regulatory information:
- Machine tested for electromagnetic compatibility
- Machine with CE certificate
- IP 55 protection of the electrical system
- Electrical wiring with shatterproof electrical cable
- Machine internally certified Atex II 3 G
(external area of ​​the machine that is not Atex, i.e. electric fans, pressure group and electrical panel)
- Standard power supply Volt 380 - Hz 50 - Ph 3
- Noise less than 76.8 dB
- 1 user and maintenance manual  will be supplied with the machine (located inside the electrical panel)
- Electrical diagrams related to the same will be supplied together with the machine.

	Main reference standards:
- Machinery Safety Directive 2006/42/CE - EN 12100-1; EN 12100-2; EN 12215; EN 11202
- Low Voltage Directive 2006/95/CE - EN 60204-1
- Directive on electromagnetic compatibility 2004/108/CE - EN 61000-6-1; EN 61000-6-3
- ATEX Directive 94/9/CE - EN 1127-1



	
	
	

	3.
	Dostava na adresu proizvodnog pogona Naručitelja
Delivery to the address of the Buyer's production facility
	
	
	

	4. 
	Montaža i puštanje u pogon 
Installation and commissioning 
	
	
	

	5.
	Jamstvo minimalno u trajanju od 12 mjeseca
Warranty minimum for 12 months
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